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RCRA PERMITS SECTION

Ms. Carrie Sikorski 
EPA Project Coordinator 
U.S. EPA
1200 Sixth Avenue, M/S HW-106 
Seattle, WA 98101

Ms. Sikorski:

Attached is the Bimonthly Progress Report required by the 3008(h) Order for RFI 
activities completed at the Burlington Environmental Inc. Pier 91 Facility for the 
months of May and June 1993.

If you have any questions or require further information, please contact me at 
(206) 654-8153.

Sincerely,

John Stiller 
Woject Coordinator

cc: Barb Smith, Ecology NWRO

USEPA RCRA
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Burlington Environmental Inc.
Waterfront Place One • Suite 700 • 1011 Western Avenue • Seattle, WA 98104 

(206) 223-0500 • FAX: (206) 654-8164



PROJECT MEMORANDUM

DATE:

TO:

FROM:

CC:

July 8,1993

John Stiller
Joe Depner ^ d

Nate Mathews 
Gary Podrabsky 
Dave Haddock

PROJECT: 624878
Burlington Environmental Inc. Pier 91 RFl

SUBJECT: RFI BIMONTHLY PROGRESS REPORT, PIER 91 FACILITY
(MAY TO JUNE 1993)

This memorandum summarizes the progress of the Burlington Environmental Inc. 
(Burlington) Technical Services Division on the Pier 91 RCRA facility investigation 
(RFI), from May 1 to Jtme 30, 1993. This is the sixth bimonthly progress report for the 
Pier 91 RFI. The RCRA 3008(h) order for the facility requires that progress reports be 
submitted bimonthly imtil the order is terminated.

DESCRIPTION AND ESTIMATE OF WORK COMPT.RTED 

The following work was completed during the reporting period:

• Fluid levels in monitoring wells at the facility were measured twice, in May and 
Jxme.

• A work plan variance request, for a revised project schedule, was submitted to the 
Environmental Protection Agency (USEPA).

• A work plan variance request, for conducting only one tidal monitoring session 
rather than two, was submitted to the USEPA.

• The flush moimt well protectors on monitoring wells CP-105 A, CP-105B, and 
CP-110 were replaced.

• Burlington continued writing the RFI draft report.

• Burlington prepared a statement of work and solicited proposals for a site survey.
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• Burlington is currently reviewing the draft RCRA Facility Assessment (RFA) 
report from the USEPA.

SUMMARY OF ATJ. FINDINGS

Attached are laboratory data reports for the soil and sediment samples collected as part of 
the RFI.

Each soil sample identification number is an alphanumeric string consisting of four or 
five fields separated by hyphens. The first field consists of the letters "CP," which refer 
to the original name of the facility, Chempro Pier 91. The next field identifies the 
borehole number (e.g., "116" for borehole CP-116, "HA-5" for hand-auger borehole HA- 
5). The last two fields identify the depth interval, in feet below ground surface (bgs), 
from which the soil sample was collected. For example, the sample i.d. "CP-116-6-8" 
designates a soil sample collected from between 6 and 8 feet bgs in borehole CP-116.
The string "CP-HA-3-4.5-5" designates a soil sample collected from hand-auger borehole 
HA-3, between the depths of 4.5 and 5 feet bgs.

Duplicate soil samples are identified by replacing the leading "1" in the borehole number 
with a "9." For example, the string "CP-916-6-8" designates a duplicate sample collected 
from borehole CP-116, between the depths of 6 and 8 feet bgs.

Two samples of water used for drilling were collected. These samples were submitted 
and analyzed with the soil samples. They are designated "CP-122A-DW" and "CP-122B- 
DW."

Each sediment sample i.d. is an alphanumeric string consisting of three fields separated 
by hyphens. The first field contains the letters "CP." The second field contains the letter 
"S" for sediment sample. The third field contains a number that identifies the drain from 
which the sediment sample was obtained. For example, the string "CP-S-3" identifies a 
sediment sample from drain number 3.

SUMMARY OF ATT. PROBT.EMS ENCOUNTERED

In the March-April 1993 RFI Progress Report, it was reported that Burlington personnel 
observed apparent pressure buildup in the casings of new monitoring wells CP-106B, CP- 
115B, and CP-122B. During recent (June) water-level measurements, some changes were 
observed in the status of this situation. Only a slight pressure buildup was observed in
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monitoring well CP-122B. A pressure buildup was observed in monitoring well CP-106 
B, but the magnitude appeared to be somewhat less than that observed in April.
However, monitoring well CP-115B was observed to have a pressure buildup comparable 
to that observed during the April water-level measurement. These observations suggest 
that the pressure buildup observed in monitoring wells CP-106B and CP-122B will 
continue to decrease with time. More time is needed to infer how monitoring well CP- 
115B will behave. It is possible that the pressure buildup in this well will also decrease 
with time, albeit more slowly than that of the other two wells.

Burlington has not yet received the tide-level data that were requested from the National 
Ocean Service (NOS). The data were expected to be available by approximately May 1, 
1993. Apparently the NOS office was in the process of moving at the time they received 
the data request, and this resulted in a delay of service. NOS representatives have 
indicated that Burlington should expect to receive the required data sometime during the 
week of June 28 - July 2.

PRO.TF.CTF.n WORK FOR THE NEXT REPORTING PF.RTOD

The following activities are projected for the next reporting period, which is from July 1 
to August 31,1993:

• Fluid levels in the monitoring wells will be measured monthly.

• The second quarterly round of groundwater sampling will be performed in the 
early part of July (approximately July 6-15, 1993).

• The new monitoring wells will be surveyed.

• The data from the March tidal monitoring field session will be analyzed.

• If the USEPA approves the revised Pumping Test Work Plan, Burlington will 
begin to make preparations for conducting the test.

• If the USEPA approves the relevant work plan variance request in addition to 
approving the revised Pumping Test Work Plan, temporary shallow piezometer 
CP-122 A will be installed and developed prior to the start of the pumping test.

• Soil sample chemical analysis results will be entered into Burlington's electronic 
data management system.
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• Groundwater sample chemical analysis results from the first sampling round will 
be entered into Burlington's electronic data management system.

Please contact me at your convenience if you have any questions regarding the above.

Attachment
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